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1032T F 517 HA%
1032T Series Specification

1. FEEfeE KN FVEE / Description, Features and Applications
A7 i IE T A 2R T A LR AT S IR R AR K R, T N T RS R | it e
HHE T B THEHULEE . LED AC/DC HUJRAENL . RIZEEIE . BT XA b Tk % ] 5 S 40 o
Descriptions:

REOMAX R1032 series slow-blow square Surface Mount fuses are ceramic tube/end cap constructions, RoHS
compliant, Halogen Free and lead(Pb) exempts of the requirements of RoHS Directive(2002/95/EC), with U.S.
(UL/CSA) safety agency approvals. Provide board level primary and secondary circuit protection in a wide variety of
applications. With excellent inrush current withstanding capability, excellent reliability for thermal and mechanic

shock, also have a high reliability and stable solder ability, end caps are available in gold/silver/nickel plated.

Features:
* Time-Lag (Slow-Blow) * Small size(10.2mm*3.2mm)
* Wide range of current rating available * Wide operating temperature range
* Low temperature de-rating * RoHS compliant

* Tape and Reel for automatic placement * Conflict free metals

Applications:

* LED lighting * Notebook PC * Battery devices * LCD/PDP devices
* LCD backlight inverter * Portable Devices * Power supply * Networking devices
* PC server * Cooling fan system * Storage system * Telecom system

* Wireless base station * White goods * Game console * Office equipment

* Digital camera * Industrial equipment * Medical equipment ¢ Automotive devices

2. ZHINEWHE NSRS / Standards and Agency Approvals
2.1 PATFRAE: B UL 248-14.,
Standards: In accordance with UL 248-14.

2.2 INUEJE [ Certification:

ZIRHE WIEYE g5
Agency Ampere Range Agency File Number

@ 200mA ~ 40A E340427(JDYX2)
(@ 200mA ~ 40A E340427(JDYXS)
© 2020 REOMAX-UCHI
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2.3 H*X%i'5 Catalogue No., @ CIAiE Approved / O 1AiEH Pending

N i o p o
ARmS | Wewk | WERE | awwn | DO g o SAE
Catalog Ampere Voltage Breaking . I’TMelting gency Approva’s

No. Rating Rating Capacity Resistance Integral(A%.S) NO C“l@
(Ohms)

10327.0200  200mA 2.550 0.08 o o

10327.0250  250mA 1.630 0.218 (] o

10327.0300  300mA 1.102 0.387 o o

1032T.0315  315mA 1.040 0.367 [ o

1032T.0375  375mA 0.621 0.631 o o

10327.0400  400mA 0.600 0.650 (] o

10327.0500  500mA 0.551 1.01 (] o

10327.0600  600mA 0.360 2.01 (] o

10327.0630  630mA 0.351 2.02 o )

1032T7.0700  700mA 0.190 3.73 o o

1032T7.0750  750mA 0.186 3.83 o o

10327.0800  800mA 0.180 3.91 o [

1032T.1100 1A 0.177 4.01 (] o

1032T.1125 1.25A 0.112 7.34 (] )

1032T.1150 1.5A 0.072 11.92 (] o

1032T.1160 1.6A 250V/AC/DC 0.071 12.63 o [

1032T.1200 2A 125V/IAC/IDC  500A@72V 0.054 14.40 ® o

1032T.1250 2.5A 300VAC/DC 200A@125V250V 0.041 28.12 o [

1032T.1300 3A 72V/DC 200A@300V 0.032 453 () e

1032T7.1315  3.15A 0.031 456 (] o

1032T.1350 3.5A 0.024 63.5 () )

1032T.1400 4A 0.022 64.1 [ o

1032T.1500 5A 0.015 112.0 (] ()

1032T7.1600 6A 0.013 145.3 o o

1032T.1630 6.3A 0.012 145.6 (] ()

1032T.1700 7A 0.0083 147.2 (] o

1032T.1800 8A 0.0080 161 () )

1032T7.2100 10 0.0053 170 (] o

1032T.2120 12A 0.0045 187 [ [

1032T.2150 15A 0.0038 337 (] o

1032T.2160 16A 0.0032 338 (] o

1032T.2200 20A 0.0024 720 (] o

1032T.2250 25A 0.0018 1182 [ o

1032T.2300 30A 0.0014 2050 [ [

1032T.2400 40A 0.0012 3750 (] o
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*: These catalog no. cold resistance and 12t value are pending due to fuse elements shall be customized;

DC Cold Resistance are measured at <10% of rated current in ambient temperature of 25 C;

YV V V

Typical Pre-arching 12t are calculated at 10*In Current or 8ms;

A\

Min Interrupting Rating: 1.35*In.
3. FEMits7s / Product Marking
RIS 22 7 A T 557~ / The fuses shall have the following markings

7~ 15| Example:

@ 30a
1KY

VE X TR I PRI E R FE / Note: Size and position of the markings shall not be provided.

A€ HiYRL/Rated Current (A): A B{or___mA

#H3E | FmARIR/REOMAX Trade Mark: @

4. Z5¥I % R~F / Dimensions and Structure
gy 2K/ Unit: mm

r h]
1 1
I ]
( Z ) A L w T D
L 30 Ji (mm) (mm) (mm) (mm)

b ] ———— ' | 10.25%0.20 | 3.20%0.15 | 3.20%0.15 | 1.90+0.10

Dimensions | A(mm) | B (mm) | C(mm) | D{mm)

Spec 5.72+0.3 (12.610.3 |3.431£0.3| 3.25x0.3

[ B |
I

5. #FLEH4H / Material Details

W 5 Z 4 % & #t JR
NO. Part Name Material

© %M End caps T 41 9% 4 Au Plated Brass Cap

Q@ E 4K Body Ve %55 Non-Transparent Square Ceramic Tube

©) J4 42 Fuse element &4 Cu-Ag Alloy wire
©2020 REOMAX-UCHI .
Specifications are subject to change without notice
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6. P54 / Product Characteristics

%ﬁv i H NE SEE
Item Content Reference standards
F= AR IR . .
Brand, Ampere Rating REOMAX marking standards
Product Marking
TAFHRSE —55°C to 125°C with proper
2 ) -55°C to 125°C .
Operating Temperature derating
CIp<is T=240°C£5°C , t=3sec £0.5sec,
3 » MIL-STD-202, Method 208
Solderability Coverage=95%
TR S R MIL-STD-202, Method 210, Test
4 10 sec at 260°C .
Resistance to Soldering Heat condition B
“#a 2 L
) ) o MIL-STD-202, Method 302, Test
5 Insulation Resistance (after 10,000 ohms minimum o
Condition A
Opening)
. Py 5 cycles, -65°C / +125°C, 15 MIL-STD-202, Method 107, Test
Thermal Shock minutes at each extreme Condition B
; Hlkrds 100G’s peak for 6 milliseconds, ~ MIL-STD-202, Method 213, Test
Mechanical Shock 3cycles I
P55 0.03”amplitude, 10-55 Hz in 1
8 MIL-STD-202, Method 201
Vibration min. 2hrs each XYZ=6hrs
i ¥
9 _ _ 10 cycles MIL-STD-202, Method 106
Moisture Resistance
#h %L , MIL-STD-202, Method 101, Test
10 5% salt solution, 48hrs .
Salt Spray Condition B

7. B4 / Electrical Characteristics

7.1 SZEG4AE: Test Condition
B MR S35 N 25+5°C.

All electrical test is to be conducted with the ambient air at a temperature of 25+5°C.

7.2 JrWiAE /] Interrupting Rating:

RIS 22 732 oy WiBE 11: 200A@125V 250V 300V S00A@72V

Breaking Capacity: 200A@]125V 250V 300V 500A@72V
7.3 JAWIHS PR / Operating Characteristics

© 2020 REOMAX-UCHI
Specifications are subject to change without notice
Revised: 2020
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BUE HTHT % 125 T I 1]
% of Ampere Rating(In) Blowing Time

100% * In KT 4 /NS (4 hours Min)
200% * In /N 120 > (120 sec Max)

7.4 “PIgB) A E R 26 / Average Time Current Curves
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8. M IE4FE / Environmental Characteristic
HRVEM R B 25 2 5°CIl, FEi I ORIG 22 AR I, 5 2% & HRAE R BT 0 TR K 22 1 52
Wi, ST -2 .
When choosing the fuse's specification, if the operating environmental temperature beyond the scope
from 20~30°C, engineer should consider the environmental temperature's affection to fuses.

Please refer: Temperature Rerating Curve:

140

120

100F-F------F————id L -} -} - -} -

80

60

PERCENT OF RATING

25°C
40 T

20

!
-60°C -40°C -20°C 0°C 20°C 40°C 60°C 80°C 100°C 120°C

°F -40°F °F 32°F 68°F 104°F 140°F 176°F 212°F 248°F
AMBIENT TEMPERATURE
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9. BEEZSH / Recommended Soldering Parameters
A. JRIE/RIRIESEL / Wave /Reflow Soldering Parameters:
B8 1.2 / Solder paste process.

BriE % / Solder Pot Temperature: 260°C Max
JEPEI[R] / Solder Dwell Time: 5 seconds max

e i
Average ramp-up rate (Ts(max)to Tp) 5°C /second max.
Temperature Min (Ts(min))  150°C I Tof------ommmemo-
Preheat  Temperature Max (Ts(max)) 200°C g Tsmaxff==----------- ==~
Time (Min to Max) (ts) 60-120 seconds g
i Temperature (TL) 220°C ETS (min) b - -2 - - - _ .
Time Max (tr) 60 seconds -
Peak Temperature(Tp) 260°C max
Ramp-down Rate 5°C/second max 25T time to peak temperature ——

Time =

(t 25°C to peak)

Time 25°C to peak Temperature (Tp) 8  minutes max

B. FL/E2% / Hand-Solder Parameters:
J& BRI / Solder Iron Temperature: 300+ 5°C
Y5 BZIf ] / Heating Time: 1~2 s Max

10. 3% / Packaging

2000 pieces of fuses on 24mm tape-and-reel on 13 inch (330mm) reel

PO | | ] ]
] ‘E‘ £ ——Eer ' = i

— & H
4 ) ] ]
1 | I 4 I I 5 | + I ,-! = o
y T T T Fi o
\ I | bl LI I
_P1 o P . 01
Symbol | AQ{mm) BO(mm) E{mm) F{mm}) Wi{mm) KO(mm)
Spec. 3.50+0.10 | 10.6040.15 | 1.75+0.10 | 11.50%0.10 24.00+0.30 | 3.50x0.10
Symbal | PO{mm) P1(mm) P2(mm) DO{mm) D1 {mm) T{mm)
Spec. 4.00£0.10 | 8.00+£0.10 | 2.00%0.10 | 1.50+0.10/-0 | 1.50+0.10/-0 | 0.35x0.05
© 2020 REOMAX-UCHI
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et T

ey |1

- — Wl
Type A(mirm) B(mm) C(mm) D{mm) E(mm) W1(mm) | W2(mm)
Spec 330.0+2.0 100.0£1.5 13.0£0.5 21.04£0.5 2.240.2 24.541.5 28,5120

11. 4 / Others

111 G SRR AR AT A AR A5 I 283K, ZRZ X7 P A A o

In the event that an impropriety is found beyond this specification, it shall be fixed by mutual

agreement between the parties.

M4 1: AL+ / Appendix I: Safety approval certificates

UL Product iQ™

JDYX2.E340427 - FUSES, SUPPLEMENTAL -
COMPONENT

Fuses, Supplemental - Component

See General Information for Fuses, Supplemental - Component

DONGGUAN REOMAX ELECTRONICS TECHNOLOGY CO LTD
Ditangling Industrial Park Datang Village Dalingshan Town
Dongguan, Guangdong 523800 CHINA

Supplemental fuses

Size Amps

E340427

Volts Interrupting Rating

Cat. No. mm (in) ) o) (A)
1032F, 1032T 1025x32x32 01-2 300Vac 100

0.05 - &0 125Vac 200

0.05 - &0 250Vac 200

0.05 - &0 300Vac 200

0.05 - &0 125Vde 200

0.05 - &0 250Vdce 200

0.05 - &0 300Vde 200

0.05 - &0 72Vde 500
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